


MISC
• ASTM D3012 Thermal Oxidative Stability
• Step Chip
• ASTM D3702 Wear Rate
• Academic Weld Line Plaque
• VDI 2019 Overmold Specimen

UL SPECIFIC
• UL Flame Bar 125mm x 13mm x 0.40mm
• UL Flame Bar 125mm x 13mm x 0.50mm
• UL Flame Bar 125mm x 13mm x 0.60mm
• UL Flame Bar 125mm x 13mm x 0.70mm
• UL Flame Bar 125mm x 13mm x 0.75mm
• UL Flame Bar 125mm x 13mm x 0.80mm
• UL Flame Bar 125mm x 13mm x 0.90mm
• UL Flame Bar 125mm x 13mm x 1mm
• UL Flame Bar 125mm x 13mm x 1.20mm
• UL Flame Bar 125mm x 13mm x 1.50mm 
• UL Flame Bar 125mm x 13mm x 1.60mm
• UL Flame Bar 125mm x 13mm x 1.80mm
• UL Flame Bar 125mm x 13mm x 2mm
• UL Flame Bar 125mm x 13mm x 2.30mm
• UL Flame Bar 125mm x 13mm x 2.50mm
• UL Flame Bar 125mm x 13mm x 2.60mm
• UL Flame Bar 125mm x 13mm x 3mm
• UL Flame Bar 125mm x 13mm x 3.20mm
• UL Flame Bar 125mm x 13mm x 4mm
• UL Flame Bar 125mm x 13mm x 5mm
• UL Flame Bar 125mm x 13mm x 6mm

THE BEAUMONT 
TEST SPECIMEN MOLDING ADVANTAGE
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To download an order form, visit: www.bapmolding.com/test-specimen-molding

DISKS
• ASTM D5628 4" x 0.250" Disk
• ASTM D5628 4" x 0.125" Disk
• ASTM D5628 4" x 0.0625" Disk
• 4” x 1mm Disk
• ASTM D575 0.5" x 0.250" Disk
• 3.125" x 0.080" Disk
• 2" x 0.125" Disk
• 160mm x 3mm Disk


